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thickness 32 mm

Makrolon® multi UV 5M/32 is a five wall M-structured sheet, extruded with Makrolon® polycarbonate resin and a superior UV-
protection on the external side. The sheet offers excellent thermal insulation, extreme structural stiffness in combination with

an optimised weight and good load bearing properties.

Description

Product range

® Makrolon® multi UV 5M/32-20

Thickness : 32 mm

Rib distance : 20 mm

Weight : 3.7 kg/m?

Light transmission : clear 1099 :
white 1146 :
IQ-Relax :

bronze 1845

49%
40%
32%
13%

® Standard range

Makrolon® multi UV 5M/32-20 clear 1099
Makrolon® multi UV 5M/32-20 white 1146
Makrolon® multi UV 5M/32-20 white 1140 IQ-Relax
Makrolon® multi UV 5M/32-20 bronze 1845

Product liability clause: This information and our technical advise - whether verbal, in writing or by way of 2 .
trials - are given in good faith but without warranty, and this also applies where proprietary rights of third BAYER m a K F u L D rl
parties are involved. Our advice does not release you from the obligation to verify the information currently

provided - especially that contained in our safety data and technical information sheets - and to test mull Uy
products as to their suitability for the intended processes and uses. The application, use and processing of

our products and the products manufactured by you on the basis of our technical advice are beyond our
control and, therefore, entirely your own responsibility. Our products are sold in accordance with the Bayer Sheet Europe

current version of our General Conditions of Sale and Delivery.

Makrolon® is a registered trademark of Bayer AG

www.bayersheeteurope.com
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I\/Iakrolon® multi UV 5M/32 thickness 32 mm

Standard range width length sheets per pallet
Makrolon multi UV 5M/32-20 clear 1099 1230 mm 6 000 mm 20
7 000 mm 20
2100 mm 6 000 mm 15
7 000 mm 15
white 1146 1230 mm 6 000 mm 20
7 000 mm 20
2100 mm 6 000 mm 15
7 000 mm 15
white 1140 IQ-Relax 1230 mm 6 000 mm 20
7 000 mm 20
bronze 1845 2100 mm 6 000 mm 15
7 000 mm 15
Semi-standard range width length sheets per pallet
Makrolon multi UV 5M/32-20 white 1146 980 mm 6 000 mm 20
7 000 mm 20
1200 mm 6 000 mm 20
7 000 mm 20
white 1140 1Q-Relax 980 mm 6 000 mm 20
7 000 mm 20
1200 mm 6 000 mm 20
7 000 mm 20
On request range available widths
Makrolon multi UV 5M/32-20 clear 1099 980 & 1200mm on request
white 1140 IQ Relax 2100 mm on request
bronze 1845 980, 1200 & 1230mm on request

Product liability clause: This information and our technical advise - whether verbal, in writing or by way of
trials - are given in good faith but without warranty, and this also applies where proprietary rights of third
parties are involved. Our advice does not release you from the obligation to verify the information currently
provided - especially that contained in our safety data and technical information sheets - and to test
products as to their suitability for the intended processes and uses. The application, use and processing of
our products and the products manufactured by you on the basis of our technical advice are beyond our
control and, therefore, entirely your own responsibility. Our products are sold in accordance with the Bayer Sheet Europe
current version of our General Conditions of Sale and Delivery. www.bayersheeteurope.com

makroLon

mukl Uy
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Makrolon® multi UV 5M/40

thickness 40 mm

Makrolon® multi UV 5M/40 is a five wall M-structured sheet, extruded with Makrolon® polycarbonate resin and a superior UV-
protection on the external side. The sheet offers excellent thermal insulation, extreme structural stiffness in combination with

an optimised weight and good load bearing properties.

Description

® Makrolon® multi UV 5M/40-20

Thickness : 40 mm

Rib distance : 20 mm

Weight : 4.2 kg/m?

Light transmission : clear 1099 : 47%
white 1146 : 35%
IQ-Relax : 27%

bronze 1845: 10%

Product range

® On request range

Makrolon® multi UV 5M/40-20 clear 1099
Makrolon® multi UV 5M/40-20 white 1146
Makrolon® multi UV 5M/40-20 white 1140 IQ-Relax
Makrolon® multi UV 5M/40-20 bronze 1845

On request range

available widths

Makrolon multi UV 5M/40-20 clear 1099

980, 1200, 1230,
2100 mm

on request

white 1146

980, 1200, 1230,
2100 mm

on request

white 1140 1Q-Relax

980, 1200, 1230,
2100 mm

on request

bronze 1845

980, 1200, 1230,
2100 mm

on request

Product liability clause: This information and our technical advise - whether verbal, in writing or by way of 2 .
trials - are given in good faith but without warranty, and this also applies where proprietary rights of third BAYER m a K F u L D rl
parties are involved. Our advice does not release you from the obligation to verify the information currently

provided — especially that contained in our safety data and technical information sheets - and to test mukl Uy¥
products as to their suitability for the intended processes and uses. The application, use and processing of

our products and the products manufactured by you on the basis of our technical advice are beyond our
control and, therefore, entirely your own responsibility. Our products are sold in accordance with the Bayer Sheet Europe

current version of our General Conditions of Sale and Delivery.

Makrolon® is a registered trademark of Bayer AG

www.bayersheeteurope.com

LP 2.03.16 UK Page 1/1



4 Bayer Sheet Europe
-_‘_-_‘_____.__——-__'_‘——-n—_

Sales handbook, April 2008
2.04.01

Makrolon® multi CS UV PRt

Makrolon® multi CS UV is a multi-wall corrugated sheet, extruded with Makrolon® polycarbonate resin and a superior UV-
protection on the external side, especially suitable for roofing applications for industrial, social and private building.

Description Product range
® Makrolon® multi CS UV sinus 177-51 ® Onrequest range
Thickness : 6 mm Makrolon® multi CS UV sinus 177-51 clear 1099
Profile : sinus, 177 wide, 51 high Makrolon® multi CS UV sinus 177-51 white 1146
Weight : 2.00 kg/m2 Makrolon® multi CS UV sinus 177-51 brick red
Light transmission : clear 1099 : 72% Makrolon® multi CS UV sinus 177-51 grey
Makrolon multi CS UV sinus 177-51 clear 1099 920/1097 mm on request
white 1146 920/1097 mm on request
brick red 920/1097 mm on request
grey 920/1097 mm on request

Product liability clause: This information and our technical advise - whether verbal, in writing or by way of x

trials - are given in good faith but without warranty, and this also applies where proprietary rights of third .,? 3 m a K I" n L u n o
parties are involved. Our advice does not release you from the obligation to verify the information currently > -
provided - especially that contained in our safety data and technical information sheets - and to test muli UY
products as to their suitability for the intended processes and uses. The application, use and processing of Bayer Sheet Europe
our products and the products manufactured by you on the basis of our technical advice are beyond our
control and, therefore, entirely your own responsibility. Our products are sold in accordance with the Ww'bayerSheeteurOpe'com
current version of our General Conditions of Sale and Delivery.

Page 1/1
Makrolon® is a registered trademark of Bayer AG LP 2.04.01 UK
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Makrolon® Hygard®

Makrolon® Hygard® sheets consist of multiple layers of polycarbonate or polycarbonate/acrylic with bonding interlayers.
These tough yet lightweight materials offer proven resistance to physical and ballistic attack.

Makrolon® Hygard is offered in six levels of protection. All sheets feature a hard coated surface for exceptional resistance to
abrasion and UV-degradation.

Description containment glazing

® Makrolon® Hygard® CG 375 clear 8099

Thickness :
Weight :
Type :

® Makrolon® Hygard® CG 500 clear 8099

Thickness :
Weight :
Type:

® Makrolon® Hygard® CG 750 clear 8099

Thickness :
Weight :
Type :

10.0 mm
12.0 kg/m2
PC/PC

13.5 mm
16.2 kg/m2
PC/PC/PC

20.0 mm
24.0 kg/m?2
PC/PC/PC

Description bullet resistant glazing

Makrolon® Hygard® BR 750 clear 8099

Thickness : 20.0 mm
Weight : 24.0 kg/m?2
Type : PC/PMMA/PC

Makrolon® Hygard® BR 1000 clear 8099

Thickness : 27.0 mm
Weight : 32.4 kg/m?2
Type : PC/PC/PC/PC

Makrolon® Hygard® BR 1250 clear 8099

Thickness : 33.0 mm
Weight : 39.6 kg/m?2
Type : PC/PC/PC/PC

Semi-standard ran ge thickness available from stock

Makrolon Hygard CG 375 clear 10.0 mm 1520 x 2440 mm
CG 500 clear 13.5 mm 1520 x 2440 mm
CG 750 clear 20.0 mm 1520 x 2440 mm
BR 750 clear 20.0 mm 1520 x 2440 mm
BR 1000 clear 27.0 mm 1520 x 2440 mm
BR 1250 clear 33.0 mm 1520 x 2440 mm

Packaging unit : available per single sheet.

Other sizes on request.

Product liability clause: This information and our technical advise - whether verbal, in writing or by way of B
trials - are given in good faith but without warranty, and this also applies where proprietary rights of third fg a8 eR m a K l‘ u l' D n @
parties are involved. Our advice does not release you from the obligation to verify the information currently E

provided - especially that contained in our safety data and technical information sheets - and to test
products as to their suitability for the intended processes and uses. The application, use and processing of

our products and the products manufactured by you on the basis of our technical advice are beyond our
control and, therefore, entirely your own responsibility. Our products are sold in accordance with the
current version of our General Conditions of Sale and Delivery.

Makrolon® is a registered trademark of Bayer AG

Bayer Sheet Europe
www.bayersheeteurope.com
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Vivak®

vivak® is a mono-layer copolyester sheet, which offers nice transparency, high impact resistance, good fire behaviour and
excellent thermoforming properties.
Vivak® UV has improved UV-protection on both sides.

Description

® Vivak® ® Vivak® uUv

Density : 1.27 g/cm3 Density : 1.27 g/cm3

Light transmission : clear 099 : 88% Light transmission :  clear 2099 :  88%

(at 3 mm) bronze 850 : 60% (at 3 mm) white 2130:  30%
fluo green 680 : 80% grey 2760 : 35% (at 5 mm)
fluo red 330 : 28% bronze 2850 : 45% (at 5 mm)

fluo orange 250 : 52%

Standard & semi-standard range
size unit 05 075 1 15 2 3 4 5 6 8 10 12 15
Vivak clear 099 2050x1250mm  bulk 500 400 300 200 150 100 75 60 50 40 30
carton 80 50 40 30 20 15 10 8 6 5 4
3050 x2 050 mm  bulk ° 120 80 60 40 30 24 20 15 12 10* &
carton ° 40 3 20 15 10 8 6 5 °
Vivak UV clear 2099 3050 x2050mm  bulk 60 40 30 24 20 15 12
carton 20 15 10 8 6 ° °
white 2130 3050 x 2 050 mm bulk ° 40 30 ° ° ° °
carton ° 15 10 ° ° ° °

* For these items the minimum order quantity RTS / CTS is required!

On request range
Available widths Available thicknesses

Vivak bronze 850 1250, 2050 mm 0.75-12 mm
Vivak fluo green 680 1250, 2050 mm 0.75-12 mm
Vivak fluo red 330 1250, 2050 mm 0.75-12 mm
Vivak fluo orange 250 1250, 2050 mm 0.75-12 mm
Vivak UV clear 2099 1250 mm 0.75-12 mm
Vivak UV grey 2760 1250, 2050 mm 0.75-12 mm
Vivak UV bronze 2850 1250, 2050 mm 0.75-12 mm

Legend: 30 standard
30 semi-standard
° onrequest

Product liability clause: This information and our technical advise - wether verbal, in writing or by way of B

trials - are given in good faith but without warranty, and this also applies where proprietary rights of third u‘ ua K €
parties are involved. Our advice does not release you from the obligation to verify the information currently

provided - especially that contained in our safety data and technical information sheets - and to test B
products as to their suitability for the intended processes and uses. The application, use and processing of
our products and the products manufactured by you on the basis of our technical advice are beyond our

control and, therefore, entirely your own responsibility. Our products are sold in accordance with the Bayer Sheet Eumpe
current version of our General Conditions of Sale and Delivery. www.bayersheeteurope.com

Vivak® is a registered trademark of Bayer AG LP 2.06.01 UK Page 1/1
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Vivak® Design

Vivak ® Design are frosted solid sheets made of thermoplastic copolyester. They offer high impact strength, a good fire
rating and are fully recyclable.

Description

® Vivak ® Design

Density : 1.27 g/cm3
Light transmission : clear 099 : 75%
(at 3 mm) white 145 : 45%

Standard range
size unit 05 075 1 1.5 2 3 4 5 6 8 10 12 15
Vivak® Design clear 099 2050x 1250 mm carton 20 15 10
white 145 2050 x 1 250 mm carton 20 15 10 8

Legend: 30 standard
30 semi-standard
° onrequest

Product liability clause: This information and our technical advise - whether verbal, in writing or by way of B

trials - are given in good faith but without warranty, and this also applies where proprietary rights of third Ul ua K €
parties are involved. Our advice does not release you from the obligation to verify the information currently

provided - especially that contained in our safety data and technical information sheets - and to test B
products as to their suitability for the intended processes and uses. The application, use and processing of
our products and the products manufactured by you on the basis of our technical advice are beyond our

control and, therefore, entirely your own responsibility. Our products are sold in accordance with the Bayer Sheet Eumpe
current version of our General Conditions of Sale and Delivery. www.bayersheeteurope.com

Vivak® is a registered trademark of Bayer AG LP 2.06.02 UK Page 1/1
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Axpet®

Axpet® is a mono-layer polyester sheet, which offers nice transparency, good impact resistance and excellent fire behaviour.
Axpet® UV has improved UV-protection on one side.

Description
L4 Axpet®
Density : 1.33 g/lcm3
Light transmission:  clear 099 : 87%
(at 3 mm) white 130 : 28%
white 100 : <1%
Special grades : NR : non-reflective
® Axpet® UV
Density : 1.33 g/cm3
Light transmission :  clear 2099 : 87%
(at 3 mm)
Standard & semi-standard range
size unit 0.8 1 15 2 3 4 5 6
Axpet clear 099 2050 x 1 250 mm bulk 375 300 200 150 100 75
carton 50 40 30 20 15 10 ° °
3050 x 2 050 mm bulk 150 120 80 60 40 30 24 20
carton 50 40 30 20 15 10 8 6
Axpet NR clear 099 2050 x 1 250 mm bulk 375 300 200 150
carton 50 40 30 20
3050 x 2 050 mm carton 40 ° °
Axpet white 130 2050 x 1 250 mm bulk 300 200 150
carton 40 30 20 ° °
3050 x 2 050 mm bulk 120 80 60
carton 40 30 20 15 °
Axpet white 100 2050 x 1 250 mm carton 40 ° 20 °
On request range
Available widths Available thicknesses
Axpet UV clear 2099 1250, 2050 mm 2-6 mm
Legend: 30 standard 30 semi-standard ° onrequest

Product liability clause: This information and our technical advise - whether verbal, in writing or by way of
trials - are given in good faith but without warranty, and this also applies where proprietary rights of third
parties are involved. Our advice does not release you from the obligation to verify the information currently
provided - especially that contained in our safety data and technical information sheets - and to test
products as to their suitability for the intended processes and uses. The application, use and processing of
our products and the products manufactured by you on the basis of our technical advice are beyond our
control and, therefore, entirely your own responsibility. Our products are sold in accordance with the Bayer Sheet Europe
current version of our General Conditions of Sale and Delivery. www.bayersheeteurope.com

Axpet® is a registered trademark of Bayer AG LP 2.07.01 UK Page 1/1





